
DUAL VALVE KPBR-250/1/D...

SINGLE VALVE KPBR-250/1/E...

VALVES FOR MP, MR, MH HYDRAULIC MOTORS
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with four s M8x 5 - 8.8 DIN 912  or  5/16-18 UNC, long

. Tightening torque 2,0 daNm [177 lb-in].
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DUAL VALVE KPBS-250/1/D...

SINGLE VALVE KPBS-250/1/E...

VALVES FOR MS HYDRAULIC MOTORS
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VALVES

KPB
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DUAL VALVE KPBT-250/1/D...

SINGLE VALVE KPBT-250/1/AE...

VALVES FOR MT HYDRAULIC MOTORS
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SINGLE VALVE KPBT-250/1/BE...
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DUAL VALVE KPBV-250/1/D...

VALVES FOR MV HYDRAULIC MOTORS
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KPB
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DUAL VALVE KPBW-250/1/D...

VALVES FOR RW and HW HYDRAULIC MOTORS

Note : KPBW assembly to HW motors
is done with two screws (thread D) included in the
valve set

Blocks RW or

. Tightening torque 8 daNm [710 lb-in].

SINGLE VALVE EKPBW-250/1/A ... SINGLE VALVE EKPBW-250/1/B ...

mm [in]

17 [.669]

1
2
2
,5

 [
4
.8

2
3
] 
m

a
x

8
0
,5

 [
3
.1

6
9
]

2
x
 D

S=27 [1.063]

KPBW-...A

83 [3.268]

71 [2.795]

54 [2.126]

75 [2.953]

2
x
 7

/8
-1

4
 U

N
F

15,5 [.610]

74 [2.913]

41 [1.614]

1
8
 [
.7

0
9
]

3
4
,5

 [
1
.3

5
8
]

1
7
,5

 [
.6

8
9
]

107 [4.213]

99,5 [3.917]

36 [1.417] 46 [1.811]

C

P(A, B)

64 [2.520] 18 [.709]

Ports - P
Thread

(A,B) Port - C
Thread

A

-

M

G1/2
16 [.63 ] depth

M22x1,5
16 [.63 ] depth

7/8 - 14 UNF
O-ring  16 [.63 ] depth

G1/4
[ ]1 .

1 [. ]

2   47

2   47

depth

M14x1,5
depth

7/16 - 20 UNF
O-ring  12,7 [.50] depth

Ports -
Thread

D

G1/2

M22x1,5

7/8 - 14 UNF
O-ring  13 [.51] length

[ ] length1 .

1 [. ] length

2   47

2   47

88 [3.465]

=4S
[ ].157

=13S

[ ].512



VALVES

KPB
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SINGLE VALVE KPBHR-250/1/BE...
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SINGLE VALVE KPBHR-250/1/AE...

VALVES FOR HP, HR HYDRAULIC MOTORS
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KPB RH Blocks are installed directly on HP and HR Motors
with four bolts 5/16-18UNC, long or M8x 0 - 8.8 DIN 912.
Tightening torque .

2.36 6
2,0 daNm [177 lb-in]

+0,5 +44

Note :

Ports - P
Thread

(A,B) Ports - C
Thread

7/8 - 14 UNF
O-ring [ ] deep17 .67

7/16 - 20 UNF
O-ring [ ] deep12,7  .50

A

-

M

G1/2
deep17 [.67]

M22x1,5
deep17 [.67]

G1/4
[ ] deep14 .55

M14x1,5
deep14 [.55]

2x ø9
[ ].354

4
5
,6

 [
]

1
.7

9
5

1
7
,2

5
.6

7
9

[
]

8
0
 [

]
3
.1

5

4x ø9
[ ].354

5
0
 [

]
1
.9

6
9

6
0
 [

]
2
.3

6
2

4x ø14
[ ].551

51 [ ]2.008

4x ø9
[ ].354

max 122 [ ]4.803

80 [ ]3.15

6
,5

  
.2

5
6

[
]

6
3
,5

[2
.5

]

8
1
,5

[3
.2

]

8
,2

5
  
.3

2
5

[
]

28,6
[ ]1.126

13,7
[.539]

18
[ ].709

s=4

s=13

s=24

M
8

1
7
,2

[
]

.6
7
7

37 [1.457]

3
7
 [

]
1
.4

5
7

4
5
,6

[
]

1
.7

9
5

mm [in]

37 [1.457]



P(A, B)

C

B

A

C

s=4

s=13

s=24

4x .551 Dia.
[14]

2x45
o

1
7
,2

5
.6

7
9

[
]

4
5
,6

 [
]

1
.7

9
5

8
0
 [

]
3
.1

5

28
[ ]1.102

2x ø9
[ ].354

A1

B1

5
0
 [

]
1
.9

6
9

6
0
 [

]
2
.3

6
2

3
7
 [

]
1
.4

5
7

51 [ ]2.008

80 [ ]3.15

max 122 [ ]4.803

6
,5

  
.2

5
6

[
]4x ø9

[ ].354

M
8

37 [ ]1.457

4
5
,6

[
]

1
.7

9
5

1
7
,2

 [
]

.6
7
7

18
[ ].709

28,6
[ ]1.126

13,7
[.539]

8
1
,5

[3
.2

]

6
3
,5

[2
.5

]
8
,2

5
  
.3

2
5

[
]

VALVES

KPB

50

VALVES FOR HP, HR HYDRAULIC MOTORS

DUAL VALVE KPBHR-250/1/D...

KPB RH Blocks are installed directly on HP and HR Motors
with four bolts 5/16-18UNC, long or M8x 0 - 8.8 DIN 912.
Tightening torque .

2.36 6
2,0 daNm [177 lb-in]

+0,5 +44
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